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RECON SCOUT® IR TACTICAL RECONNAISSANCE ROBOT

SPECIFICATIONS

Recon Scout® Recon Scout Operator Control Unit
Mechanical Mechanical

* Length: 7.375 in/187 mm » Height (with antennas): 20.75 in/527 mm

e Shell Diameter: 1.5 in/38 mm e Width: 3.5 in/89 mm

e Wheel Diameter: 3 in/76 mm e Thickness: 1.3 in/34 mm

e Self-Balancer Length: 4 in/102 mm e Weight: 1.74 Ibs/790 g

e Weight: 1.2 [b/544 g

Performance

Performance * 3.5 in/89 mm backlit screen

e Indoor Range: 100 ft/30 m » Battery Life: 2.25 hrs

e Qutdoor Range: 300 ft/91 m

e Speed: 1 fps/0.3 mps Charger

» Drop Shock Resistance: 30 ft/9.1 m * Input Voltage: 120 VAC

» Throw Shock Resistance: 120 ft/31.4 m * Charge Time: 1 hour

Image Sensor
e Black and White
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e IR Illumination: 25 ft 90 Fanny Road
Boonton, NJ 07005
e Field of View: 60 degrees www.L-3com.com/MV
e Framerate: 30 fps = H
P (800) 336-8475 communications

sales.mvi@L-3com.com
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L-3. Headquartered in New York City, L-3 Communications is a prime contractor in aircraft modernization and maintenance, C3ISR (Command,
Control, Communications, Intelligence, Surveillance and Reconnaissance) systems and government services. L-3 is also a leading provider of high
technology products, subsystems and systems.
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